
�：1、AC/DC����	
�����，AC����	
������。 2、110V������，AC/DC����	
�������AC����	
。
1. The AC/DC type signal indicator is a resistor-type voltage dropper, while the AC type signal indicator is a capacitor-type voltage dropper.
2. When the voltage is 110V or above, the shell temperature rise of the AC/DC type signal indicator is higher than that of the AC type signal indicator.

Note:
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AC/DC dual color lamp
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AC single color lamp

AD16����� AD16 Series Indicator
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Long life, low energy consumption, small size LED light source signal indicator

AD16 �����
Series Indicator
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The lampshade is made of high-strength PC material with good impact resistance

Built-in screw wiring, safer and more convenient

Mostly used in power, machine tools, textiles, telecommunications and other equipment
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QX
Color

YZ��
Operating voltage

;[\]
IP class

^_`j{
Cutout dimension

|}=>
Structure

����
Buck type

~���
Auxiliary code

R:� / G:� / Y:� / B:� / W:�
R:Red / G:Green / Y:Yellow / B:Blue / W:White

��|}��
Refer to the product legend

P: IP65 / �����IP40
No letter means IP40P: IP65 /

S:+3�=> �������=>/
S: Ultra short structure/no letters as standard structure

16:Φ16mm / 22:Φ22mm / 22mm|}�K�25mm^_`
22mm products are compatible with 25mm mounting holes16:Φ16mm / 22:Φ22mm /

K:��� / F ��@FG�JK ��������: /
K: Anti-interference / F: Capacitor cabinet discharge only / No letter means normal type

(C、E……�	����j{、��� �¡�) S:¢X£¤
/ SS:¥X£¤

(C. E... represents different types of shapes)S: Monochrome flash/SS: Dual color flash

���� Symbol ���� Symbol name ���� Specify

▲

◎

★

△

■

□

●

Ad��������� AD series model descriptionindicator

AD16 ★■□/△/▲/●/◎-

'()* Performance characteristic

-25℃~+55 2000m℃,ª«＜
-25℃~+55℃,Altitude＜2000m

+,.345
Operating temperature

78+,9;
Electrical life

+<=>
Power frequency withstand voltage

=?@'
Vibration resistance

5~50Hz, ®1.2mm
5~50Hz,Amplitude 1.2mm

BF<G(AC)
Usage frequency（AC）

JKLM
Base material

PA(V0)

≥40000h(°±��)
≥40000h(Rated operating voltage )

2.5kV(AC 50Hz), 1min

50~60Hz

≤20mA

≥100MΩ(500VDC)

35~85％RH(�=µ )Non condensing

AC 20%, DC 10%

≥100cd/m2

CTI≥100, ·
Flame retardantCTI≥100,

+,.3R5
Operating humidity

TWYZ[>\@
Permitted voltage

[]^_
Current consumption

`j5
Brightness

kx[z
Insulation resistance

|}~[����
Comparative tracking Index



AD16����� AD16 Series Indicator
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Color
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Operating voltage
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Remark

� 
Appearance

����
Dimensions

���� Product legend

Φ16E�
Φ16 E Type

Φ16 �C
C TypeΦ16

$%�&'
Screw connection

AD16-16E/△/▲

AD16-16C/△/▲

Φ22 DS(+3�)
Φ22 DS Type(Ultra short)

Φ22ES�(+3�)
Φ22 ES Type(Ultra short)

AC/DC 6V

AC/DC 12V

AC/DC 24V

AC/DC 110V

AC/DC 220V

AC/DC 380V

AC 110V

AC 220V

AC 380V

Φ22 S�(+3�)H
Φ22 HS Type(Ultra short)

Φ22 BS�(+3�)
Φ22 BS Type(Ultra short)

AD16-22ES/△/▲

AD16-22HS/△/▲

AD16-22BS/△/▲

AD16-22DS/△/▲/◎

$%�&'
Screw connection

;<�=>
Anti-electric shock

$%�&'
Screw connection

;<�=>
Anti-electric shock

$%�&'
Screw connection

;<�=>
Anti-electric shock

IP40、IP65

$%�&'
Screw connection

;<�=>
Anti-electric shock

$%�&'
Screw connection

;<�=>
Anti-electric shock

��@FG
�JK

Capacitor cabinet
discharge dedicated



AC/DC 6V
AC/DC 12V
AC/DC 24V
AC/DC 110V
AC/DC 220V
AC/DC 380V
AC 110V
AC 220V
AC 380V

AC/DC 6V

AC/DC 12V

AC/DC 24V

AC/DC 110V

AC/DC 220V

AC/DC 380V

Φ22£¤

Φ22 Flash

Φ22ÉÊË£¤

Φ22 Metal flash

AC/DC 12V

AC/DC 24V

AC 110V

AC 220V

AC 380V

¢X¼

Single lightAD16-22GQ-D/△/▲

AD16-22GQ-S/△/▲

AD16-22GQ-SS/RG/▲

AD16-22SS/RG/▲

AD16-22S/△/▲
¢X£¤
Single flash

¥X£¤
Dual flash

Φ22 �D
Φ22 D Type

AD16-22D/△/▲/●/◎

Φ22 ¥X
)D�(
Φ22 D Type(Dual color light)

AD16-22D/RG/▲/●/◎

¥X£¤
Dual flash

¢X£¤
Single flash

$%�&'
Screw connection

;<�=>
Anti-electric shock

���»±Î

IP40、IP65

Anti-interference
made to order

$%�&'
Screw connection

;<�=>
Anti-electric shock

���»±Î

IP40、IP65

Anti-interference
made to order

$%�&'
Screw connection

;<�=>
Anti-electric shock

���»±Î

IP40、IP65

Anti-interference
made to order

� �
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��
Color

YZ��
Operating voltage
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BF�	�� Precautions for use

AC���
�ÏKÐÑ�50～60Hz ÓÔÕÐÑÖÏK×ØÙ��
。,

�����
�ÚÛ���35~45V,ÜÝÞ��ÚÛ��ßàáâ； äÚÛ�� åæ�,Ü����ç�,ßèéê'ëì。í

ßîïðñò&,íäóK�KôÄ（2.5 0 .8mm）½&,÷ø�ù[ø；ÜÝò&ßK30W�ú�ûüÓ3ý�þÿ�ò&,� å������	。

A �¥X
 
�&'�,��×ØÙ���	
。C

The operating frequency of AC indicator lights is 50-60Hz. Using them in other frequency ranges will damage the indicator lights.

The starting voltage of the anti-interference signal light is 35~45V.If the interference voltage is too high, please check the wiring.

Incorrect wiring of AC type dual color lamps will damage the signal indicator lights.

Please use a soldering iron of 30W or less to complete the soldering within 3 seconds, and do not apply external force to the terminals.

AD16����� AD16 Series Indicator


